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	All Aircraft
	 
	 
	

	Door Exits
	Part 26 Appendix B
	Clearly and conspicuously marked on both the inside and outside of the exit, or 
	

	 
	 
	On both the inside and outside of the aircraft on a surface adjacent to the exit, with:
	

	 
	 
	· the means of opening the exit (instructions must be concise and easily readable letters on contrasting background); and

· the words “EXIT” or “EMERGENCY EXIT”
	

	Emergency Exits
	Part 26 Appendix B
	Same as for 'Door Exits' plus 
	

	 
	Part 26 Appendix E
	Helicopters used on air transport, each emergency exit (and its means of access) shall be clearly and conspicuously marked:
	

	 
	 
	· such that the identity and location are recognisable from a distance equal to the width of the cabin; and 

· with its means of opening.
	

	Fuel contents gauge
	Part 91 Appendix A
	Each fuel contents gauge calibrated in US gallons shall be clearly marked to show that calibration is in US gallons.
	

	Fuel & oil placards
	Part 91 Appendix A
	Placard in the immediate vicinity of each fuel and oil filler the specification and/or grade of fuel or oil as appropriate.
	

	Identification plate
	Part 47.119
	The identification plate shall be:
	

	 
	 
	· etched , stamped , or engraved with the aircraft's nationality and registration marks

· made of fireproof metal or material of suitable physical properties; and

· be affixed to the aircraft in a prominent position near the main point of entrance to the aircraft.
	

	Data Plate
	Part 21.803 & 21.805
	The aircraft, engine and propeller, blades or hub, shall be identified by a fireproof data plate marked with information prescribed in Part 21.805 by etching, stamping, engraving, or other method of fireproof marking.
	

	 
	 
	For an aircraft engine, the dataplate shall be secured to an accessible location.
	

	 
	 
	For an aircraft, the data plate shall be secured to the fuselage so that it is legible to a person on the ground at an accessible location near an entrance or externally on another part of the fuselage
	

	Nationality & registration marks
	Part 47 Subpart C
	Markings as required by Part 47 Subpart C.
	

	Fire extinguisher
	Part 91.523(d)
	Hand held extinguishers shall clearly indicate their method of operation.
	

	 
	Part 91.523(e)
	Any compartment or container that contains a fire extinguisher shall be marked to indicate its contents. 
	

	First aid kit
	Part 91.523(e) & Part 91 App A.12(3)(i)
	Any compartment or container that contains a first aid kit shall be marked to indicate its contents.   Also check First Aid Kit serviced date is current and Kit is sealed with tape.
	

	 
	Part 91 App A.12 (3)(ii)
	For aircraft not exceeding 5700kg MCTOW, the location of the first aid kit marked on the outside of the aircraft.
	

	ELT
	Part 91 App A.15(f)
	Each ELT shall have its location identified near the point of access.
	

	Aircraft limitations
	 
	As required by the Flight Manual or Maintenance Manual 
	

	Aircraft instruments
	 
	As required by the Flight Manual or Maintenance Manual 
	

	Compass Cards
	
	Serviceable Expiry date
	

	Unserviceable Components
	
	Seatbelts, seats, cargo nets, instruments etc that are U/S are placarded i.a.w. MEL
	

	
	
	
	

	Agricultural Aircraft
	 
	 
	

	Hopper or Tank
	Part 137 App D.6.2
	Placard stating the maximum hopper or spray tank load displayed adjacent to the hopper or tank filler and in full view of the normal loading position
	

	Jettison times
	Part 137 App D.6.3
	Placard displayed in cockpit indicating the representative dump times for the type of material being dispensed. 
	

	Pax location
	Part 137 App D.6.4
	Each passenger position not readily visible from the outside of the aircraft shall be marked on both sides of the fuselage adjacent to the passenger position with diagram shown in Part 137 App D.6.4
	

	Flight limitations
	Part 137 App D.6.5
	A placard displayed in the cockpit with the wording stated in Part 137 App D.6.4
	


Page 1 of 2

