SKYLINE AVIATION LTD

PATIENT BAGGAGE & EQUIPMENT TROLLEY ANNUAL MAINTENANCE INSPECTION
IEX 104ET V1.1  Eff 12/07/12
The Maintenance Controller is to ensure a suitably qualified person is to carry out the below Inspection Checklist on an annual basis.  In the event of a defect/corrosion being found this is to be rectified before Trolley is returned to service with a fresh Calibration/Certification Label.                           Tick Satisfactory Items. X unsatisfactory
	1
	Check overall condition…...., paintwork.……, corrosion……., wood cracks………
	

	2
	Check current Calibration/Certification Label for due date of next inspection ………………………..
	

	3
	Check bolts are secure and in good condition
	

	4
	Check wheels are free rolling…….,  wear……., and are in good condition, lubricate
	

	5
	Replace Calibration/Certification Label with a new one.  New Due Date: ……………………………..
	

	6
	Enter new inspection date on the hangar whiteboard
	

	7
	File this Equipment Calibration/Certification Record in Company Maintenance Records
	


N.B. Items marked X are unsatisfactory and shall be repaired to the manufacturer standard, then initialled as fixed prior to signing the Unit as suitable to be released to service. 
Certified Inspection Completed: ____________________________  CAA ID __________            Date: ___________

Maintenance Provider Approval No: ________________________
Certified for release to service by: ______________________________  CAA LAME ID ___________   Date: ________
Trolley Unit No:  ………………….





√/ ×








